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CELESTINE, IR FLUSHING PLATE, 230 V
Article number:  EAN-Code:
195080  3838912003911

Experience convenient and hygienic flushing through advanced elec-
tronics. Whether you prefer the ease of automatic flushing or waving 
your hand in front of the flushing plate, our technology seamlessly takes 
control. It’s not just aesthetically pleasing on the outside; it’s intelligent on 
the inside.

INSTALLATION METHOD
For mounting on concealed flushing cistern 9012

PROPERTIES
Hygienic non-contact infrared technology flushing
Stainless metal front panel (CrNi) secured against vandalism
Flushing activation is automatic or by moving your hand towards the 
sensor
Adjustable flushing time from 1 to 30 seconds
Adjustable sensor sensitivity from 25 to 70 cm

SPECIAL FEATURES
IR flushing activation
Power supply: 230 V/50 Hz
Operating voltage: 24 V DC
In case of IR flushing plate assembly, angle valve of concealed flush-
ing cistern should be positioned top right

THE PRODUCT CONTAINS
Front panel
Control electronics
Electric lifting device for drainage set
Low-voltage servomotors
Control and reception part with distance detection and background 
glare prevention
Parts for mounting fushing plates and electronics
Transformer

PACKING
Carton: Pcs



LIV-FIX WC 9012
(Art. No. 601259)

LIV-MOUNT WC 9012
(Art. No. 195850)

CONCEALED  
FLUSHING CISTERN 9012

(Art. No. 195907)

TO BE USED WITH:


